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OPSS GENERATION 2 USE 

The Orange Programmable Sensor System,Generation 2 interacts with the tire pressure sensor 

through wireless (radio frequency) communication to: 

● Retrieve data from the tire pressure sensor 

● Verify the identities of each tire pressure sensor mounted on vehicle 

● Assist a technician to reset TPMS on vehicle 

 

OPSS INTRODUCTION 
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KEYPAD SUMMARY 
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TRANSMIT KEY 

 

 
 

SELECTION KEY 
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COPY ID INSTRUCTION 

IMPORTANT: Before removing tires, use TPMS Application and Cross Reference Guide to 

determine appropriate Orange sensor needed to replace OE sensors.  

 

COPY ID 

Note: Ensure the sensor is AT LEAST 2 METERS FROM ALL CARS AND TPMS SENSORS 

(OE OR ORANGE) 

Step Operating Process Display Picture 

1 

To select vehicle modle, press  

 

2 

Select vehicle maker and press  

 

3 

Select vehicle modle and press  

 

4 Select vehicle production year, and press 

 

 

5 

Select the sensor modle, and press  

 

6 Put the Original sensor closer to the tool and 

select READ SENSOR, and press  

`  
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7 
Press  to start sensor triggering  

 

8 Trigger processing, please wait 

 

9 Processing compelet, the sensor’s 

information will show on the display 

 

10 

Press  back to MENU and select COPY 

ID, and press  

 

11 

Press  to key in the assigned sensor 

ID 

 

12 After key in the assigned sensor ID, press 

and select PROG. SENSOR, press 

to get started  

13 Put the assigned sensor closer and press 

 to start ID COPY pocess  
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14 Trigger processing, please wait 

 

15 Processing compelet, the sensor’s new 

information will show on the display 
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ID WRITING INSTRUCTION 

 

WRITE ID  

Note: Ensure the sensor is AT LEAST 2 METERS FROM ALL CARS AND TPMS SENSORS 

(OE OR ORANGE) 

Step Operating Process Display Picture 

1 

To select vehicle modle, press  

 

2 

Select vehicle maker and press  

 

3 

Select vehicle modle and press  

 

4 

Select production year, and press  

 

5 

Select the sensor modle, and press  

 

6 

Select WRITE ID, and press  
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7 

Press  to key in the original sensor ID 

 

8 After key in the original sensor ID, press 

and select ASSIGN SENSOR, press 

to get started  

9 

Press  to key in the assigned sensor 

ID 

 

10 After key in the assigned sensor ID, press 

and select PROG. SENSOR, press 

to get started  

11 Put the assigned sensor closer and press 

 to start WRITE ID pocess  

 

12 Trigger processing, please wait 

 

13 Processing compelet, the sensor’s new 

information will show on the display 
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PROGRAM SENSOR INSTRUCTION 

 

PROGRAM SENSOR 

Note: Ensure the sensor is AT LEAST 2 METERS FROM ALL CARS AND TPMS SENSORS 

(OE OR ORANGE) 

Step Operating Process Display Picture 

1 

To select vehicle modle, press  

 

2 

Select vehicle maker and press  

 

3 

Select vehicle modle and press  

 

4 

Select production year, and press  

 

5 

Select the sensor modle, and press  

 

6 

Select PROGRAM SENSOR, and press  
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7 

Press  to key in the assigned sensor 

ID 

 

8 After key in the assigned sensor ID, press 

and select PROG. SENSOR, press 

to get started  

9 Put the assigned sensor closer and press 

 to start PROGRAM SENSOR pocess  

 

10 Trigger processing, please wait 

 

11 Processing compelet, the sensor’s 

information will show on the display 
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TPMS Install Instruction 

TPMS Install Instruction 

Step Operation Process Photograph 

1 

Use a jack to raise the vehicle and place jack stands 

underneath the vehicle for safety. Refer to vehicle owner’s 

manual for full service advice. Seek the assistance of a 

qualified motor mechanic if required.  

2 

Take off the tires and bleed the air. Then take off the air 

valve and the TPMS sensor from the wheel. (NOTE: You 

must change the valve to new TPMS valve). This part of the 

process will normally require the service of a tire fitting 

service or mechanic.  

3 

Use TPMS tool to activate sensor by ID copy or Write ID 

process BEFORE install the sensor on the wheel 

Note 1: to activate the sensor correctly, the distance 

between sensor and sensor should not be less than 2 

meters. 

Note 2: for the detail information of ID copy or Write ID 

process, please refer to the TPMS sensor or tool user 

guide. 

 

4 Use the new TPMS special Nylok screw to tighten the 

transmitter sensor into the valve and install the sensor and 

valve on the wheel. 

 

Note 1: to adjust the sensor angle later, the screw should 

not be fasten too hard. 
 

5 
Tighten the nut to 40~45kgf-cm (4~4.5Nm) to fix the valve, 

and the sensor. 

 

6 

Adjust the transmitter sensor angle so that the transmitter 

fits tightly on the wheel and then tighten the screw for the 

transmitter’s sensor so that it is fixed on the wheel. 

 7 
Clean inside the tire to prevent the tire from damaging the 

transmitter sensor. 
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6 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Inflate the tire. 

 

 

 

7 

Balance the tire 

a. Balance tires using a balance machine 

b. A lead tire weight may need to be added for balancing. 

c. Balance until the tire balance shows balance as “OK” 

The Steps above will require the assistance of a tire fitting 

service or a mechanic. It is important that the wheels are 

balanced after the fitting of the TPMS sensors in order to 

ensure the safe operation of the tire when refitted to the 

vehicle. 

 

8 Set up the other three tires in the same manner. 

 

9 
Use the TPMS tool to read the sensors again to detect if 

the sensors work normally.  
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CHOOSING PREFERRED LANGUAGE 

 

 

 

UPDATING OPSS SOFTWARE 

 

To access the latest software version for your OPSS Generation 2 Tool, please visit: 

 

http://update.ateq.com/software/tpms/orange/webvt_install.zip 

 

NOTICE 

 

This device complies with Part 15 of the FCC Rules and with RSS-210 of industry Canada. 

Operation is subject to the following two conditions: 

(1) This device may not cause harmful interference 

(2) This device must accept any interference received, including interference that may cause 

undesired operation 

 

Warning: Any changes or modifications in construction of this device which are not expressly 

approved by the party responsible for compliance could void the user’s authority to operate 

the equipment. 

 

 

 

 

 

 

http://update.ateq.com/software/tpms/orange/webvt_install.zip
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ADJUSTING OPSS SETTINGS 
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TROUBLESHOOTING GUIDE 
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APPENDIX 
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OPSS CARE AND MAINTENANCE 

 

 
 

RF CERTIFICATION INFORMATION 
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WARRANTY POLICY 

 

Orange Electronic products are guaranteed from material defects for 365 days after the 

Date of purchase. If the product fails under normal circumstances within the first year, 

Orange Electronic will repair or replace the product. Product will not be replaced or repaired 

if damaged from misuse or incorrect application. To obtain repair or replacement of the 

product under warranty, please contact Orange Electronic. Proof of purchase and date of 

purchase are required to validate the warranty claim. 

 

Orange Electronic is not liable for any direct or consequential loss or property damage arising 

from use of product. 

 

Note: Warranty does not cover tire valves or screws for tire valves. The tire valves and screws 

need to be replaced when rotating tires, changing tires or changing the TPMS sensors. If 

installing/reinstalling a TPMS sensor, new valves and screws should be used. 

 

Warning: Only use Orange Electronic replacement parts. Using other brands will not allow 

the system to work and void the warranty. 

 

QUESTIONS 

 

Any questions pertaining to warranty information or other questions not answered in the 

preceding pages can be answered by the OPSS 2 place of purchase or by Orange Electronic’s 

service phone or e-mail address: 

+1855.OEC.TPMS (855.632.8767) 

serviceusa@orange-electronic.com 

 

For update TPMS information and Orange products, visit the Orange Electronic website: 

www.orange-electronic.com 

 

--------------------------------------------------------------------------------------------------------------------------- 

Thank you for your purchase and enjoy your new Orange Programmable Sensor System! 

 

 

 

 

 

mailto:serviceusa@orange-electronic.com
http://www.orange-electronic.com/


Orange Electronic /www.orange-electronic.com / +310 377 8835 

OPSS S Generation 2 Owner’s Manual                                             
24 

 

 

 

 

 

 

 

 

 

www.orange-electronic.com 

Tel: 310 377 8835 

Toll free for U.S. & Canada: 1866-492-4170 

 

 

 

 

 

 

tel:310

